MasterTrace Panel Selection Guide
	  Catalog Number 
	 i)
	 # of Circuits
	 
	 
	 
	 
	 
	 
	 

	  Switch Type
	 
	 
	 
	 
	 
	 
	 
	 
	 

	·  1 pole, external Solid State 
	 
	 
	 SXH
	 
	 
	 
	 
	 
	 

	· 2 pole, external Solid State 
	 
	 
	 DXH
	 
	 
	 
	 
	 
	 

	· 2 pole, internal mechanical 
	 
	 
	 DIN
	 
	 
	 
	 
	 
	 

	· 2 pole, external mechanical 
	 
	 
	 DXN
	 
	 
	 
	 
	 
	 

	  Switch Rating
	 
	 
	 
	 
	 
	 
	 
	 
	 

	·   No switches 
	 ii)
	 
	 
	 0
	 
	 
	 
	 
	 

	·  30A, 280Vac switches 
	 iii)
	 
	 
	 2
	 
	 
	 
	 
	 

	·   50A, 280Vac switches 
	 iv)
	 
	 
	 3
	 
	 
	 
	 
	 

	·   100A, 280Vac switches 
	 iv)
	 
	 
	 4
	 
	 
	 
	 
	 

	    30A, 600Vac switches 
	 ii)
	 
	 
	 5
	 
	 
	 
	 
	 

	·   50A, 600Vac switches 
	 ii)
	 
	 
	 6
	 
	 
	 
	 
	 

	·   100A, 600Vac switches 
	 ii)
	 
	 
	 7
	 
	 
	 
	 
	 

	  Controller Options
	 
	 
	 
	 
	 
	 
	 
	 
	 

	·  2nd RTD 
	 
	 
	 
	 
	 R
	 
	 
	 
	 

	  Enclosure Options
	 
	 
	 
	 
	 
	 
	 
	 
	 

	·  NEMA 4, Epoxy painted steel 
	 
	 
	 
	 
	 
	 E1
	 
	 
	 

	·  NEMA 4 F.R.P. 
	 
	 
	 
	 
	 
	 E2
	 
	 
	 

	· NEMA 4X Stainless Steel  
	 
	 
	 
	 
	 
	 E3
	 
	 
	 

	  Display/Interface Options
	 
	 
	 
	 
	 
	 
	 
	 
	 

	· Local display/interface, no shroud 
	 
	 
	 
	 
	 
	 
	 D1
	 
	 

	· Local display/interface, with shroud 
	 
	 
	 
	 
	 
	 
	 D2
	 
	 

	· Group display/interface, no shroud 
	 
	 
	 
	 
	 
	 
	 D3
	 
	 

	· Group display/interface, with shroud 
	 
	 
	 
	 
	 
	 
	 D4
	 
	 

	  Control Power Voltage
	 
	 
	 
	 
	 
	 
	 
	 
	 

	 120VAC
	 
	 
	 
	 
	 
	 
	 
	 Blank
	 

	 208VAC
	 
	 
	 
	 
	 
	 
	 
	 X1
	 

	 240VAC
	 
	 
	 
	 
	 
	 
	 
	 X2
	 

	 277VAC
	 
	 
	 
	 
	 
	 
	 
	 X3
	 

	 480VAC
	 
	 
	 
	 
	 
	 
	 
	 X4
	 

	 600VAC
	 
	 
	 
	 
	 
	 
	 
	 X5
	 

	  Purging
	 
	 
	 
	 
	 
	 
	 
	 
	 

	NON-CLASSIFIED TO CLASS 1, DIV 1 (Mechanical Switch)
	 
	 
	 
	 
	 
	 
	 
	 
	 XP

	CLASS 1, DIV II to DIV I (Solid State Switch)
	 
	 
	 
	 
	 
	 
	 
	 
	 YP

	 NON-CLASSIFIED to CLASS 1, DIV II (Mechanical Switch)
	 
	 
	 
	 
	 
	 
	 
	 
	 ZP



	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	· Switch rating subject to derate against operating ambient  temperature. Contact factory for derating information 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	Freeze Protection
	
	
	
	
	
	
	
	
	

	Freeze Protection Panel 
	
	
	
	
	
	
	
	
	 FP

	Non-Freeze Protection 
	
	
	
	
	
	
	
	
	

	COM2 Communication 
	
	
	
	
	
	
	
	
	

	MC100/Slave Communication panel
	
	
	
	
	
	
	
	
	 SC

	Master Communication panel
	
	
	
	
	
	
	
	
	 MC

	 NOTES
 i) Shaded cells are mandatory

 ii) All except DIN models

 iii) All except DXN models

 iv) Models SXH and DXH only 
	 
	 
	 
	 
	 
	 
	 
	 
	 


